
FORECOURT CANOPY
Robust Moisture Resistant 

•	 Body constructed from powder 
coated steel 

•	 This luminaire utilises a special 
paint process to ensure ultimate 
protection

•	 Clear or Opal polycarbonate 
panel for exterior use

•	 Tridonic LED modules and drivers

•	 Asymmetric version available for 
near roadside mounting 

•	 Supplied with mounting frame to 
pre-fit in existing aperture

•	 High colour consistency 3 step 
MacAdam

•	 High colour rendering CRI>80 

•	 Bespoke sizes and outputs 
made to order

•	 IP65 rated

•	 Wireless option available

•	 LiFePO4 Lithium Battery for 
extended emergency life

•	 5 year warranty on LED system

PRODUCT CODE 
Product GF450 Canopy 

Driver

S

D

T

Standard Driver
Dali Driver
Touch Dimming Driver

Output

08

10

12

14

7700 Lumens
10400 Lumens
12200 Lumens
14000 Lumens

Colour
Temperature

3

4

5

3000 Kelvin
4000 Kelvin
5000 Kelvin

Sensor
-

PM
No Sensor
PIR Mid (up to 12m)

Emergency

-

EL

ST

ED

No Emergency
3 Hour Emergency 
Self-Test 3 Hour Emergency 
DALI EM Pro 3 Hour Emergency

Diffuser

NB

MB

OP

Narrow Beam
Medium Beam
Opal Diffiser ( No Lens )

Body Colour
W

B
White
Black

Mounting 
Frame

590

750
590mm frame/475mm cut out 
750mm frame/595mm cut out

82mm

452mm

•	 590 Mounting Frame

590mm

448mm

165mm

•	 750 Mounting Frame

•	 GF450 Canopy Fitting

Please be aware that our policy is one of constant development and improvement. Whilst every effort is made for all details to be correct, specifcation and or appearance may change without prior notice.

 www.contrac-lighting.co.uk    |    01405 766550    |    sales@contrac-lighting.co.uk 

 Ambient operating temperature 25°C 

 590mm  470mm 


